SEE SHEET NOTE 10

ANCHOR BOLT, 2 PLACES EACH
CHANNEL. SEE SHEET NOTE 9

20 GA MIN. STEEL DECK

/— B22 CHANNEL, 2 PLACES
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7’0" MAX.

A

DOUBLE B22 CHANNEL
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VERTICAL STRUT \

NOTE:

|

PROJECTOR, 50 Lbs. MAX. WEIGHT

THE PROJECTOR AND VERTICAL STRUT MAY BE ROTATED IN ANY
DIRECTION AS LONG AS THE DOUBLE CHANNEL STRUT IS VERTICAL.

CONNECT TOP BRACKET TO HORIZONTAL

CHANNELS WITH %" DIA. BOLTS AND
CHANNEL NUTS, 2 EACH CHANNEL

11 GA. STEEL BRACKET WITH %"
DIA. BOLT THROUGH DOUBLE
VERTICAL STRUT, TOP AND BOTTOM

\ AIRCRAFT CABLE, 4
PLACES. SEE SHEET

NOTES 6, 7, AND 8.

SAMPLE
NOT FOR CONSTRUCTION
MEC 5/4" = 11| 00036
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SIDE ELEVATION

1WILZE’I'x’OJECTOR MOUNTED TO CONC. DECK




