W E
TIGHTEN WITH 12.5 FT-Lbs TORQUE
PER MANUFACTURER'S REQUIREMENT

(E) BEAM, SEE SHEET NOTE 9 B-LINE B441-22 BEAM CLAMP,
2 PLACES EACH CHANNEL

4" MIN. TP. |

B-LINE B22 CHANNEL, 2 PLACES

CHANNEL NUT

%" THICK SQUARE WASHER
BOTH SIDES OF BEAM

%" DIA. BOLT TIGHTENED TO 50
FT-Lbs TORQUE. INSTALL BOLT
AND CHANNEL NUT AFTER FULLY

TIGHTENING BEAM CLAMP, TYP.

CABLE CLAMP, 2 PLACES EACH CONNECTION
GALVANIZED WIRE THIMBLE
%" OR %" DIA. FORGED EYE BOLT WITH SQUARE WASHER AND

CHANNEL NUT. B-LINE B335-1 TWO HOLE ADJUSTABLE
HINGE MAY BE USED IN PLACE OF FORGED EYE BOLT.

SAMPLE
NOT FOR CONSTRUCTION

MEC 1" 1/2°=1’| 00~
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™ MONGER MOUNTS, INC. [™

MONITOR MOUNTED TO STEEL BEAMS /5
UPPER CABLE BRACE ATTACHMENT \WM-2)




